
    

Higher Levels of Anti-Static Performance
Win Plastic’s newly formulated Static-Shield™
�exible PVC was designed for today’s demanding clean room
and computer applications. Win Plastics has enhanced their 
Anti-Static properties in its PVC.  This proprietary formula
allows for up to 52% greater surface resistivity and o�ers 
improved volume resistivity compared to other �exible PVC 
products in the market today. 

  

       STATIC-SHIELD™ANTI-STATIC FLEXIBLE PVC

Win Plastic Extrusions, LLC
3333 Win Street

Cuyahoga Falls, OH 44223
(P) 1-866-929-1449

(F) 330-929-9698
www.winplastics.com

Note: This material meets or exceeds the speci�cations of Federal 
Test Methods ST.101C and 4046. The electrical charge decay rate is 
0.50 sec. with a charge potential of 5,000 volts. Please note any 
liabilities regarding product applications is the sole responsibility 
of the end-user of that product. 

SPECIAL FEATURES:

• 52% Better Surface 
Resistivity than Other 
Anti-Static Brands

• Greater Volume 
Resistivity than Competing 
Brands

• Reduced Static Charge

• UV Stabilized

• Compliant with California
Fire Marshal Code

• Ideal for the Clean Room
Industry

• Available in Thicknesses 
from .030” up to .500”

• Available in Widths from
4” up to 60”

• Custom Roll Sizes and 
Converting Services are 
Available Upon Request

The Win Plastic Advantage
• Full Size Material
• No Harmful, Imported 
  DOP Plasticizer
• No Heavy Metal or Odorous
   Tin Additives

 

 

50%
Performance

Improvement!

Anti-Static PVC Sample           Volume Resistivity                 Surface Resistivity            

Static Shield™                         6.5E+10       6.3E+10

Competing Brand    4.4E+12        1.2E+11     

                  Advantage = Static-Shield™  

*Results from Third Party Evaluation
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